HPC30

Instructions for Installation for
Cilindro fast heating tunnel
Gebrauchs- und Montageanweisung fir
Cilindro Volumenrohr

Itm.no.
HPC30 / 1-053-797

—
E ,$E compatible heaters / kompatible Ofen
r 0
- P::: PC70E, PC70EE, PC70HE, PC70XE, PC70XW
Eh PC90E, PC90EE, PC90HE, PCO0XE, PCO0XW,

PC110E, PC110EE, PC110HE,PC110HEE, PC110VHE, PC110VHEE
HPC1104XE, HPCE1104

YO5-1309




The tunnel encloses the heating elements.
The perforated cover also ensures stability.
Changes:

e Better air circulation - approx. 20% faster
heating of the cabin air thanks to the
chimney effect

e protection of the heating elements and
thus extension of their lifespan

* |lower amount of stones

Das Voolumenrohr umschliel3t die Heizelemen-
te. Die gelochte Abdeckung sorgt zusétzlich
fiir deren Stabilitét.

Verédnderungen:

»  bessere Luftzirkulation - ca. 20% schnel-
lerer Erwdrmung der Kabinenluft durch
Kamineffekt

»  Schutz der Heizelmente und dadurch
Verléngerung deren Lebensdauer

» geringere Steinemenge
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